
General information

Cable to connect a set-top box to a coax wall socket to 
receive TV and radio signals.

Features

• 24 ct gold-plated contacts for solid contact quality and 
optimal signal transmission
• Double shielding for enhanced reduction of 
electromagnetic interference
• Ferrite core for decimation of remaining interference
• Durable moulded connectors specifically designed for 
intensive usage

Specifications

Connector design - side B: Angled
Plating: Gold
Impedance: 75 Ohm
Cable length: 5.0 m
Connection A & B: Coax Male-Coax Female
Diameter: 5 mm
Connector design - side A: Angled
Cable design: Round
Shielding: Double
Outside material: PVC
Packaging: Blister
Conductor material: Copper
Colour: White
Cable type: Coax
Connection B: Coax Female
Connection A: Coax Male

Package contents

Sales information

Order code: CSBW40010WT50
Product 
description:

Coax Cable 100dB | IEC (Coax) Male 
Angled - IEC (Coax) Female Angled | 5.0 m 
| White

Brand name: Nedis

Quantity LxWxH (mm) Weight

1 80x225x50 209 gr.
5 260x250x90 1130 gr.
30 290x520x270 7500 gr.

Coax Cable 100dB | IEC (Coax) Male Angled - IEC (Coax) 
Female Angled | 5.0 m | White
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